
AIR MONITORING FIELD DATA SHEET 
CENTURY MODEL 128 ORGANIC VAPOR ANALYZER 

(FLAME IONIZATION DETECTOR) 
' 4 A. 

& 
INCIDENT NAME: '£oSS£(2j- ai/&. 
INCIDENT LOCATION: /DO <L 0/Tf^£/>0 J" 

////to Vo/ZAP 
otjo^j Vt DATE AND TIME OF INITIAL ARRIVAL 

WEATHER CONDITIONS: Temperature U$"f P res s ur e 
Wind Speed Wind Dlrectl on H umId11 y 
General Weather Conditions 

OVA CALIBRATION DATA: EPA ID II M ode __ 
D ate Calibrated By Factory 

Are there any potential Interferences (Le. high winds, electrical 
wires, chemical Interferences, 2'-way radios, pressure drop, etc. 
Comments : Re snits are report as pa rt per million met Ka n e 

equivalent . 

BACKGROUND LOCATION: 

Time: /S Reading: Comments: 

SAMPLING LOCATION: ̂ Jke&SjJ3.r %JLr 3-Tl-
Tlme: -55. Rc.dloB: Communes: 

SAMPLING LOCATION: 
Time: 0 ̂ 3^ Reading: <3» Hj?j>M Comments: 

SAMPLING LOCATION: Sp Ay> 33B 
^Tlme: 0  Reading: 3. Comments: Vo/CeHOj/g. dfislaAM 

f) i 

S AMLlNG LOCATION: /?leq.S /0 .  ̂  A V 

Time: Q^QO Reading: 3  >0Comments: 

SAMPLING LOCATION: 
Time: Reading: C o inin e n t s  : 

M-7 - - -
'* 439491 



A.IR MONITORING FIELD DATA SHEET 
EXPLOSIMETER/OXYGEN METER 

INCIDENT NAME: Q̂̂ 52T<f/<? f 

INCIDENT LOCATION: SO 0~Z- S~7~I 

ts~7~3iciA /VY (o/yz£2>A cry?) _ 
DATE AND TIME OF INITIAL ARRIVAL: O&jOG /?7 OS3Q 

WEATHER CONDITIONS: Temperature Pressure 
Wind Speed Wind Direction Humidity 
General Weather Conditions 0LWCJOLSSF; CjL&u 

EXPLOSIMETER/ OXYGEN CALIBRATION DATA: jo 63% LBL~. 

Oxygen Sensor Cleaned (Y/N) EPA ID it Tt/sr". - /Vo "*L 

Is chemical known (Y / N) y£5̂  If yes, U.E.L. 2• I L.E.L. O  

Is Instrument sensitive to chemical (Y/N) 

Are there any potential Interferences (I.e. high winds, electrical 
wires, chemical Interferences, high humidity, extreme cold) 
Comments: 

BACKGROUND LOCATION : .Ĵ C0-n-Ar.£j.2= 
Time: 01TI ̂  Readings: 02 ^6 Combustible gas 

SAMPLING LOCATION: 

Time: Q  ̂ ̂0 R e a d I n g s : 0 2. a. <% Combustible gas 0% L̂ U 

SAMPLING LOCATION: SoHj> 

Time: Readings: O2 I j'b Combustible gas -O'/sM-y 

SAMPLING LOCATION: SfrAy? Tjj 

T i m e :  R e a d i n g  O 2 .  /̂p C o m b u s t i b l e  g a s  ^  /3  

SAMPLING LOCATION: 

Time: Readings: O2 Combustible gas 

M-8 



AIR MONITORING FIELD DATA SHEET 
CENTURY MODEL 128 ORGANIC VAPOR ANALYZER 

(FLAME IONIZATION DETECTOR) 

is 
I NCIDENT NAME: $C>SS/E:fcl / Al/Q 
INCIDENT LOCATION: /DO Z. 57~7 _ 

///Oio Vb/ZA/ 

mfosj&f-DATE AND TIME OF INITIAL ARRIVAL: 

WEATHER CONDITIONS: Temperature j"Cg Y~ Pressure 
Wind Speed Wind Direction' Humidity 
General Weather Conditions IT — 

OVA CALIBRATION DATA: EPA ID » Mode 
Date Calibrated By Factory 

Are there any potential Interferences (le. high winds, electrical 
wires, chemical Interferences, 2-way radios, pressure drop, etc. 
C o m m e n t s : Results are report as part per m1 111 on me t hane 

egulvalent . 

BACKGROUND LOCATION 

Time: Reading: .  <. Q ££)ft\ Co mm ehts: 

SAMPLING LOCATION: 

Time: . Reading: Comments:  ̂ XrhDk".. fk< ^ 

SAMPLING LOCATION: 

Time: . Reading : 3.  ̂ Comments : 

SAMPLING LOCATION: Q  Vfr 

/Time: Reading: ,^Q Comments: 

SAML ING LOCATION: 

Time: Reading: 3« AdjQ ̂  Comments: r:< 

SAMPLING LOCATION 

Time: Reading: C o mm e n t s : 




